
Please remember to follow the 4 rules of gun safety when handling your firearm. 

 

1. Always treat every firearm as if it is loaded.  

2. Always keep the muzzle pointed in a safe direction. Never point your weapon at something you 

don’t intend to destroy.  

3. Keep your finger off the trigger until you are ready to shoot. 

4. Always be sure of your target, and what is in front or behind it.  

Tools you will need: 

1. 1/8” Allen wrench 

2. Hand(s) 

Remove the barreled action in accordance with your firearms Owner’s manual. The owner’s manual can 

be found here.  

 

 

 

https://ruger-docs.s3.amazonaws.com/_manuals/RugerPrecisionRimfire.pdf
https://ruger-docs.s3.amazonaws.com/_manuals/RugerPrecisionRimfire.pdf


Once the halves have been separated remove the mag release block by sliding it up and out of the 

grooves it is located in.  

 

 

 



 

 

Press the plunger and remove the pin that holds the extractor and mag release in.  

 

 



Remove the stock Mag release, and ejector. To make removal easier put slight pressure on the plunger 

to relieve tension.  

 

 

Put your new M2A MRE next to the parts, and marvel for a second.  



 

 

Insert the paddle of the MRE into the mag release block. Put it in the same way the old release came 

out. Be sure to put a little pressure on the plunger to allow the MRE to slip in.  

 



 

 

Insert the ejector into the top side of the release block, in the ejector slot.  



 

 

It should slide in the slot like this. As with prior steps, keep some pressure on the plunger.  

 

The next step is to reinstall the pin. The pin should go through the Release block, through the Ejector 

hole, through the MRE, and into the hole on the other side of the Release Block. To make things easier 

use a small punch or allen wrench to align the holes.  Remember, pressure on the plunger to get 

everything to line up 



 

 

Now that your Release is installed into the block, release the plunger to put tension on the assembly. 

Hopefully your pin won’t fall out. Hopefully. Reinstall your release block back into the lower receiver of 

your RPRR. 

 

 

Reassemble your Ruger Precision Rimfire Rifle in accordance with your owner’s manual.  

 



 

 


